
MFI-3, Multi-Function Indicator / Pilot Light

DATA SHEET
SPECIFICATIONS

Input Voltage: Nominal: 48V to 125V DC/AC
Range: 40V to 145V DC/AC.
AC Frequency: 50/60 HZ.

Current Draw: 25 mA at 125 VDC

Power
Consumption:

3 Watts

Input Resistance: 5 KOhms

Isolation Between
Inputs:

2000 Volts Between The 3 Inputs:-
Input 1 (Terminals 1 & 2)
Input 2 (Terminals 3 & 4)
Input 3 (Terminals 5 & 6)

Protection: Each Input Is Protected By 1 Amp Fuse And Metal Oxide Varistor.

Lighting: Bulb: Replaceable Discrete 5mm RGB LED Bulb.
Lens Material: Polycarbonate (UL 94V-0), 340° Omnidirectional, 145° Viewing Angle.
Visibility: Good, Reduced Glare.

Operating Temp: -30 ° C to +55 ° C (-22 ° F to +131 ° F)

DIMENSIONS. All dimensions below are in mm. Mounting hole diameter is 15mm - 16mm.

TERMINALS AND WIRING

Wire: AWG 22-14 CU 1 or 2 Wires Allowed Per Termination.

CONFORMITY TO STANDARDS

IEC 60073 & NFPA 79: Mandatory Color Coding - Colors must convey operational meaning consistently.

RoHS Compliance: MFI-3 is made of RoHS compliant parts and components.
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